W
W :WIDTH OF APPROACH PADS IS ESTIMATED
AT 20’ PER ENTRANCE . THE ® EDGE SHLD
ACTUAL CONSTRUCTED WIDTH MAY VARY AS —— AGGREGATE
DIRECTED BY THE ENGINEER TO FIT THE
EXISTING ENTRANCES . .
FIELD ENTRANCES SHALL NOT RECEIVE £.0.p
HOT-MIX ASPHALT SURFACING UNLESS t
DIRECTED BY THE ENGINEER. ‘®
¢ CcH.7
— SECTION A-A
ESTIMATED QUANTITIES— 38 ENTRANCES
ITEM UNIT |QUANTITY
BITUMINOUS MATERIALS ( PRIME COAT ) GAL 38 o 4’
LEVELING BINDER (MM) NS5O TON 19
HOT-MIX ASPHALT SURFACE CSE
MIX C, N50 TON 38
PROPOSED LEVELING PROPOSED HOT-MIX
BINDER ASPHALT SURFACE CSE
®
E.0.P. = C.H.7T
-
SHOULDER LINE
=]
e |y |t | e —
15" 10’ 10’ 10"
ESTIMATED QUANTITIES
_..—_%
- 21 MAILBOX TURNQOUTS
ITEM UNIT | QUANTITY
BIT. MATERIALS ( PRIME CUAT ) | GAL 21
HOT-MIX ASPHALT
SURFACE CSE MIX C N50 TON 42
SECTION B-B
ALL MBTO’S HAVE BEEN PREVIOUSLY CONSTRUCTED
AND SHALL RECEIVE HMA SURFACING ONLY.
o 4’ 2’
o™ x
PROPOSED 2 1/4% = o
HOT-MIX ASPHALT o
SURFACING “per Ft.

EX. PAVEMENT/ /

EXISTING ROADWAY BASE —j&

EXISTING AGGREGATE BASE

PROPOSED 2” HOT-MIX ASPHALT
SURFACE CSE. MIX C, N50

SECTION

COUNTY

TOTAL SHEETS

SHEET NO.

08-00041-04-RS

KANKAKEE

3

2

CONTRACT NO. 87418

TYPICAL CROSS SECTION

STA.174+10

STA.0+90

10

20°

RD ¢

3
“ie"Per F. —

= e A m R

PROPOSED —
AGGREGATE
SHOULDERS,
(TYP.)

TY.B

* LEVELING BINDER OMMISSION:
STA.101+63 TO STA.102+77

/

PROPOSED
SURFACE C

STA.1+20 TO STA.173+80 *
CONSTRUCT LEVELING BINDER

N50 -

3747

\——EX.5”AGGREGATE BASE
EX.9” BIT CONC PAVEMENT

(MACHINE METHQOD)
(112LBS/SQ.YD.TO CORRECT

CROWN AND FILL DEPRESSIONS)

1 1/2" HOT-MIX ASPHALT

SE. MIX.C

N50

(RESURFACE 26FT WIDE BRIDGE DECK
- STA.101+63 TO STA.102+77 )

(BRIDGE DECK)

ESTIMATED QUANTITIES ON TANGENTS
ITEM UNIT QUANTITY
AGGREGATE SHOULDERS TY.B TON 2209
BITUMINOUS MATERIALS ( PRIME COAT ) GALLON 3869
AGGREGATE (PRIME COAT) TON 77
HOT-MIX ASPHALT SURFACE CSE MIX C, N50 TON 3234
LEVELING BINDER (MM) N50 TON 2148
SHORT-TERM PAVEMENT MARK ING FooT 3458
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